From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: k3drj@radix.net (Jim Harding)
Subject: 75A-4 antenna connector
Message-ID: <199604051614.LAA00554@news1.radix.net>

Hello group, need some info from you Collins experts...... you there Jay?

I have a near perfect 75A-4 that has a couple mods.  The first one appears
to be factory, as the wrinkle paint is a perfect match to the case.  It's 
a rectangular box about 1 inch thick by 4 1/2 inches wide and 2 3/4 inches
tall.  It completely covers the antenna terminals, (page 91 of the Collins
Pocket Guide).  On the top of this box is a single female BNC jack for the
antenna connection.  The inside of this box has three compartments that
contain various mica capacitors and inductors, all very neatly done.
Any history or documentation on this?  A copy would be apprecated.
Note:  upon close examination, one can see the imprint of where star washers
were used to hold the 50 ohm origional antenna connector.  Also the soldering
on the inside of the receiver to install this "box" is not as neatly done as
is the rest of the receiver.  The three terminal antenna connector has also
been removed.

Next mod starts out with a SPST toggle switch located about 1 1/2" from the
AC input cord.  One end of the switch connects to the "P" terminal (AUDIO
TERMINALS).  The other side of the switch connects to one end of a mica 
capacitor.  The other end of the cap connects to pin 1 of tube V10, the 
muting diode.  There's also a 33K resistor from the P terminal to Pin 1.
The toggle switches this mica cap in parallel with this 33K resistor.

There's another mod that starts out with a single wire (not part of the 
harness) that connects to the lo side of the RF GAIN control.  However, 
briefly comparing the route this wire takes to my schematic, it appears
to follow the drawing...... through a 15 K resistor, to a pi filter, and
on to pin 2 of V19.  Guess my A-4 was made before the drawling was :-)

I guess my next question should be to inquire if copies of these and other
mods are available.  I can see other areas in this receiver that have signs
of someone being inside with a hot soldering iron.  Don't know is these are
evidence of repairs or other modifications...... hmmmmm maybe my A-4 ain't
near perfect :-(      Oh, the serial number is 2144, if that helps.

Thanks for taking the time to help.

73 - Jim - K3DRJ
--
               Jim Harding
               LaPlata, MD
             k3drj@radix.net



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: Jim Dillon <beadgal@ptialaska.net>
Subject: 75A4 mods
Message-ID: <01BB22CA.01228BC0@juneau_139.dialups.ptialaska.net>

Hi Jim and Collins folk-
There are lots of 75A4 mods- ones you describe are not in my folder, but =
my radio is hi serial.Electric Radio publishes :
		Collins 75A4 Modification Compendium
(all the factory mod bulletins from Collins, all articles printed in CQ, =
Ham Radio, QST, and ER.  85 pages  $20 plus $3 ship    ER  Box 57  =
Hesperus CO 81326
BTW- this radio is filled with carbon resists and drifty caps in =
critical places
that need to be replaced with metal film and poly, etc
Jim Dillon WL7CMQ   beadgal@ptialaska.net
looking for nice user KWM2A


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "David L. Thompson" <thompson@mindspring.com>
Subject: Re: Antenna Tuners, Ladder Line, and Boatanchors
Message-ID: <199604050454.XAA13770@borg.mindspring.com>

>I would rather not get into the subject of antennas here on boatanchors
>unless Jack specifically gives his blessing.  If you think I am
>long-winded now, I can REALLY get into antenna discussions...  I do want
>to make a few quick points, however, for their educational value to the
>group.  [What?  Brief?  Never!]
>
Boatanchors need antennas, too!

>> Right now I am debating whether to spend some money on a "Fritzel"
>> asymmetric dipole (one side as if 80m, the other 40m) which includes
>> a coax-fed balun; or to just put up an honest 80m dipole, and hook up a way
>> to drive both sides in phase for 160m.
>
>Think about this.  A balun is to convert single-ended transmission line to
>a balanced load.  This antenna CANNOT be a balanced antenna with
>off-center feed.  So what does the balun actually do?  I suspect it just
>basically does some impedance matching. 
>
  It might transform impedances but it does
>nothing to prevent current from flowing down the outside of the coax.

The Fritzel dipole is off center fed at the 300 ohm point.  Why?  to make
the antenna work on most of the ham bands from 80 to 10.   And to do this
without coils, traps etc that are lossy!    A center fed 80 is only useful
(with 50 or 70 ohm feed) on the fundamental and 1 and 1/2 or somewhere need
10.5Mhz.   I agree that the balun is used to match coax to dipole.  Fritzel
includes a line isolator to eliminate shield radiation.   There are 30,000
Fritzel FD-4's out there and the reason is that this is a fine choice for
the ham who wants one antenna or a solid 80 that is a back up on the other
bands.  It works too..I worked a UA9/JT on 75 SSB at Atlanta sunset (5-7)
and only down 1 S unit from a big beam.   The 2KW balun will handle any of
the AM KW's, too.

I like designing antennas too and just got the latest terrain modeler thanks
to a tip from Dr. Dave W0MHS (Loop Skywire)...

Dave K4JRB



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: Michael.J.Knudsen@att.com
Subject: Re:  Antenna Tuners, Ladder Line, and Boatanchors
Message-ID: <9604051933.AA06490@bock.ih.att.com>

OK Barry, thanks.
But I AM sending to ornitz@eastman.com, and the bounce mail I get
back refers to your u-number address.  So from here at least
you are unreachable, period.

I think the proper place for a balun is at the antenna end of the coax --
else you have 50-ohm coax terminating right into a who-knows-what
impedance antenna, and nothing you do back at the shack can fix that,
or eliminate the shield current and RFI inside your shack.

Liked your how-to on a balanced antenna tuner.  I thihnk that's certainly
in the BA spirit, given big split variable caps and open coils big
enough to plant alligator clips on.  A reason to give a nice home to
such ancient items found at swaps.

I never owned a rig big enuf to give permanent scars from RF -- DX-40
wounds healed within a week, drats -- but the Viking may do it :-)

BTW, my Sloper end-fed that doesn't like to load on 75, really surpised
me last nite on 80, at the color TV QRG.  Loaded up 100W output
from the old COllins.  Was great to finally talk back to Big Bertha,
the crisply ringing ARC-5, the Viking 500, and a few more from N.O.
to N.Y., and someplace named Cedar Rapids (the KWM-2's dial seemed to
glow a little brighter...).  And I got decent reports
on the audio-fed pseudo-CW.  Now if I could just stick a 3.58 rock
in the little box and go legit... 73, mike k aa9rg


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "Cathy Elizabeth D'Entremont" <cdent@tenet.edu>
Subject: BA NAB Update
Message-ID: <Pine.OSF.3.91.960404223638.28110A-100000@Joyce-Perkins.tenet.edu>

Hi Ya'll:
     Well, after running down the NAB Web-site; the FAX-back service;     
and the 800- info #, I had to wait on someone to call me back with the 
information on the Ham Radio Reception, hi!  For those who don't know 
already, it is scheduled for 6 to 8PM on Wed. the 17th.  Have not yet 
been able to determine the location, but it should be printed in the 
program schedules as well as the NAB Daily.
     Of course, as always, I have a business meeting/dinner scheduled 
that is in direct conflict with this.  What I propose to do is this:
I am going to try to make arrangements to show up for my dinner a bit 
late and will try to make the first hour or so of the Ham Reception.
My business dinner will be following at the Peppermill Resturant,       
which is located at 2985 Las Vegas Blvd. S., just across from the 
Stardust Hotel (tel:702-735-4177).  This is a place that is pretty 
centrally-located and reasonably priced and, in fact, is where the 
CompuServe Broadcast Professional Forum dinner is being held on
Monday eve. (at 7PM) for just that reason.
     So I will try to be QRV for perhaps the first hour or so of the 
"official" Ham Radio reception at whatever the designated location turns 
out to be; then I will adjoin to the Peppermill to meet with my business 
associates for another hour or so.  By that time the "official" reception 
should have wrapped up and any of the BA group that would like to get
together for an eye-ball afterwards is encouraged to meet over at the 
Peppermill around 8:30 or 9:00 until...?   I have no "period" nautical 
garments that I can wear that wouldn't clash with a suit.  So as the 
next best thing I will try to wear my fire-engine red gimmie-cap with 
"GD"stenciled in blue on the front (and the skull and lightning bolt logo 
on the back, hi!) Failing that, look for the guy with salt and pepper 
beard and tired feet from trudging all over the convention center that 
day (I have to work at EIGHT different booths on Wednesday).  Anyone who 
can make it is encourged to stop by and join in.


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: kenc@smartdocs.com (Ken Corwin)
Subject: BC-224/BC-348 Receivers
Message-ID: <199604052056.MAA15148@warp10.smartlink.net>

Hello, All-

The third revision of the file bc348.history in now in the Boatanchors
archive.  I contains a new list of FT-154 racks supplied with subject
receivers, some contributor name additions and one or two high serial numbers.

Any information you can supply about subject receivers would be welcomed.
For example, Belmont Radio remanufactured many RCA-built BC-348-Cs, which
were subsequently redesignated BC-348-Ss.  Why were they remanufactured
(Maybe they replaced all those .01 paper caps)?  What was the extent of the
remanufacture?  If any of you has one of each, can you describe the
differences between the two?

Regards,

Ken Corwin  (kenc@smartdocs.com)



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: Richard E Robinson <rerobins@uncc.edu>
Subject: Charleston, SC BAs
Message-ID: <Pine.SOL.3.91.960405092840.22974D-100000@unccsun>


I'll be in Charleston, SC, the weekend of April 13-14.  Does anyone know 
of any good surplus dealers/Army Navy stores in the area? 

Thanks and 73,

Rick Robinson kf4ar
rerobins@uncc.edu


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "TOM CLINTON" <TOM_CLINTON_at_ASO200@mail.hq.faa.gov>
Subject: Diversity TX
Message-ID: <9603058287.AA828746472@mail.hq.faa.gov>

     I would like to run something by this august body.  We're all 
     familiar with the idea of diversity receivers (two receiver front 
     ends and antenna systems slaved to a common local oscillator - to
     reduce fading) but in all my old ham publications I have never seen
     reference to the same idea for transmitting.
     
     Since I have a number of boatanchors that I would like to use, I
     propose to slave more than one to a common VFO and use separate 
     antennas.  Something like ships boilers.  When the QRM gets rough
     you just fire up 3 or 4 more boatanchors and blow the guy with
     the rice box right off the band.  At the risk of immodesty, I
     propose the term "Clinton kilowatt (no relation)" for say ten
     100 watt boatanchors, or perhaps a dozen 83.3 watt BA's.
     
     I have even considered the possibility of a passable 20 meter indoor
     dipole simply by strapping my boatanchors (transmitters and receivers)
     in two groups and loading the collective chassis' (what the heck is
     the plural of chassis?).  Of course those bush-league boatanchor
     wimps out there that use 3 prong AC plugs would have a little pruning
     to do.  ...On the subject of shock hazard...I never had that much
     fear of capital punishment in the days when the electric chair was
     the weapon of choice.  When fooling with my homebrew boatanchors back
     in the fifties I spent enough time as you say "temporarily hard
     wired to the Grand Coulee Dam", that I don't think there was much
     worse the state could have done.
     
     Actually one of my transmitters has a loose connection and I find
     that I can send 13wpm just by banging on the top cover.  I figure
     that what I save by using my "Clinton kilowatt (no relation)" with
     my "Clinton dipole (no relation)" and "Clinton keying system (no
     relation)", I can afford another boatanchor.  This will add to the
     length of the dipole - perhaps one day reaching 1/2 wavelength
     on 160!  Help me out here Marty, but I believe this is referred to
     as McLaurin's (or is that McChicken's) infinite series.
     
     Pardon the TIC (tongue in cheek), but seriously, is there a law
     against the use of multiple transmitters slaved to the same freq
     and using separate antennas?  Of course one antenna could be used
     by some sort of adder at the ant tuner.  Has this been done before?
     
     I can't wait for my first QSO:
     
        ...RIG HR VIKING2/B&W5100B/HT-37/RANGER/VALIANT/32V3 RUNNING
     500 WATTS TO A DIPOLE/SLOPER/BEAM/VERTICAL/LONG-WIRE/G5RV.... 
     
     Comments?
     
     73  Tom, AD4ML
     
     If you try to plug a hole - it will leak.
     If you try to keep it open - it will plug up.
                                                   -Murphy



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: billo@nti.net (Bill Wilson)
Subject: Drake T-4XC problem resolved
Message-ID: <19960405140225051.AAA255@LOCALNAME>

     The only problem I had with the C-line I got two weeks ago was in the
transmitter.  The radio would tune up and work fine in USB but when switched
to LSB the output was very low.  Even after an alignment the situation was
unchanged.  The LSB filter must have drifted off frequency as you could
offset the oscillator and get more output.  Another filter arrived yesterday
(via the BA list, Drake and Sherwood don't have'em)  in the mail and
installed...works fine now.  

Bill
AC4LC



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "Allan Fritsche" <fritsche@msn.com>
Subject: E-Mail I.D's
Message-ID: <UPMAIL03.199604052012400339@msn.com>


Gang, about 2 or 3 times a month, I have requests to return posts for this and 
that. About half the time I can't reply because my service strips the headers.

Would everyone please but their address in the text context somewhere, when 
their asking for a reply.

Iam tired of asking Jack to get the ID's for me and Iam sure he doesn't have 
time for it, thou he hasn't complained.

The last time I talked with him I suggested a Database of personnel on the 
list
with their ID,s. He is thinking about that.

Any of you folks think that it would be useful ? if so let him know.
Thanks Al
fritsche@msn.com



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: debral@falcon.cc.ukans.edu
Subject: FS  --  DRAKE  C-LINE  STATION  << repost >>
Message-ID: <01I36F2CL8YE8XI7EW@KUHUB.CC.UKANS.EDU>

Fellow AnCHorItEs:

Yesterday I lost mail and newsgroup feed from my IP for most of the 
evening, so I am reposting this ad just in case someone responded and 
I was QRT.  If you've already seen it, just toss it in the electronic 
dumpster and please accept my apology for the repost.

                     -----------  END OF MESSAGE  ------------

 


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: Sandy Blaize <70401.134@compuserve.com>
Subject: FS/FT: 4CX1500B "Jug"
Message-ID: <960405052003_70401.134_IHD34-2@CompuServe.COM>

	I have aquired a NOS Eimac 4CX1500B tetrode tube.  These
will work just fine in the Collins 30S1 and others.  The carton has been 
water damaged, but the tube is new.  I'll accept the best reasonable offer
or trade for old gear?  What have you?
73,
Sandy W5TVW



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "Allan Fritsche" <fritsche@msn.com>
Subject: HQ-170A-VHF
Message-ID: <UPMAIL03.199604050427550518@msn.com>



	Can anybody tell me when the HQ-170A-VHF was introduced.
Ive got the QST review of the Vanilla HQ-170, but would like to know what 
issue, if any that this guy was included in. If not a review can someone tell 
me the introduction age.

Many Thanks, Al
fritsche@msn.com


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "Allan Fritsche" <fritsche@msn.com>
Subject: HQ-170A-vhf, big problem
Message-ID: <UPMAIL03.199604050427550698@msn.com>


	Gang, In keeping with the spirit of using a header defining what this message 
is all about, I did the subject line accordingly.

Iam trying to make this unit as new as I can. Alignment problems golore, 
tracking, etc. Now I said to myself, If anyone wants this thing after Iam gone
its got to at least work on all advertised bands. With that in mined I started 
to see if I could get the 2 Meter function to work. At least I have the manual 
for that. Manual calls for all coils to be turned counter-clockwise before 
starting.

I said O.K. , all turned in the counterclockwise direction, Though alot of 
friction.

I said to myself , better spray a cleanser in the coil tubes before 
progressing.

Well it worked on all but one. I split the core of one of the 50MC coils at 
the low end of the converter, paper coil form is split open , in general coil 
form is 
a mess, i.e. slug is in little pieces, paper everywhere

Now, what do I do, coil forms from that era are scarce as turkey teeth. 

Anyone familiar with the factory converter that can give me advice, I know 
it's
no big deal about 2 meter am, but I need some help with this one,.Like I said, 

this one is a keep.

i.e. can I put a toroid in, in its place?

Thanks for your time ( if you read this far)
Al
fritsche@msn.com


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: Michael.J.Knudsen@att.com
Subject: Re:  HQ-170A-vhf, big problem
Message-ID: <9604051916.AA06471@bock.ih.att.com>

Hi Al, sri to hear the bad news.  Now you know how I felt when I saw that clock
crystal get all frosty on the HQ-180C....

A toroid might work at that hi freq, but you'll need to add a trimmer cap
(if the ckt doesn't have one, unlikely).  Also if this coil is in the RF
path (not just an oscillator/multiplier) you may need a resistor to reduce
the toroid's Q to that of a good old helix.

I'd excpet this coil to have just a few turns of heavy wire anyway -- would it be
that hard to rebuild it, using a scrounged form?  That would also look more authentic
than a toroid; even a 170/180 will be a historical antique when our widows
sell 'em, or so we hope.

I think there's still some SSB DXing simplex at lo end of 2m, and maybe
6m is still alive in areas with no Channel 2 TV.  So yes, do get those boxes
going, es best wishes -- mike k aa9rg


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "Allan Fritsche" <fritsche@msn.com>
Subject: HQ-170A-VHF, Last time I hope
Message-ID: <UPMAIL03.199604052012400669@msn.com>



Yesterday, I complained about breaking a coil slug and the coil form in my 2 
meter converter. Was able today to find in my junk box a small coil with about 
the same number of turns, Attached the coil holder Gizmo ( Wonder what they 
are called), you know the metal piece that goes in the hole in the chassis, 
aligned the converter per the manual, and good grief it's all working
now. Local repeaters booming in, etc. Nothing like listening to FM on the
slope side, its like ssb with no bfo.

BTW, I just realized I can use the IF out jack on the receiver and build a 
small
IC FM discriminator and amp and use the thing.

GOD, another project thou.

See Ya
al
fritsche@msn.com



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: dlightfoot@prodigy.com (MR CHARLES L LIGHTFOOT)
Subject: Re: Knobs for HQ129X
Message-ID: <097.05267648.XLKW26A@prodigy.com>

-- [ From: Charles L Lightfoot * EMC.Ver #2.10P ] --

I don't recall the exact issue, but I was surprised to see in a very
early 50's QST, a station layout including a 129X - you guessed it, all
the knobs were changed.  Ive had a number of the beasts over the years 
and have always kept the "gold" set of knobs in a side drawer, while
the  ergo knobs went on for regular use. CalRad (?) made a set of 
knobs which can be found today on many 129's as they were a close copy,
but no cigar.  Unfortunately the originals are inferior in quality to
most look-a-likes.

73, Deke




From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "Allan Fritsche" <fritsche@msn.com>
Subject: Manuals, etc.
Message-ID: <UPMAIL03.199604050427540777@msn.com>



	Gang, Why is it that you can have a factory manual of your rig and 
and there is never any date stamped in it, even the few Heaths that I have.

Call me Curious
Al fritsche
fritsche@msn.com


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: stever@cybercomm.net (Stephan Rashkin)
Subject: Question on DX-40/VF1 ?
Message-ID: <199604050835.DAA17353@raven.cybercomm.net>

Greetings Gang,

Got a nice DX-40 and VF1 from Chris Sieg yesterday..
Unfortunately I don't have any manuals so I have a few
questions..I fixed all the problems (rectifier and broken
phono socket in DX40 and bad phono plug on VFO..
My questions are:

What is the proper rectifier for DX-40?  There was a 5Y3
in there (a very upset one), but I'm sure that's not right..
Anyway I replaced it with a 5U4..works FB..

On the VF1 there are two positions for 40..I didn't put my
counter on it, but the first works for the DX40..Is this correct?
Can anyone give me more details? What are the output
freqs for position #1 for 40 and position #2 for 40?

If anyone has spare manuals of the DX-40 and VF1 and
would like to sell them or copies please let me know..

73 and thanks,

Steve, WA2NHZ 

 *********************************************************
  Looking for:  1. Hallicrafters SX100
 
  Steve Rashkin, WA2NHZ
  Howell, New Jersey

  E-mail:  stever@raven.cybercom.com

**********************************************************    



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "basalop" <basalop@eskimo.com>
Subject: Re: Question on DX-40/VF1 ?
Message-ID: <199604051220.EAA06698@mail.eskimo.com>

.
> What is the proper rectifier for DX-40?  There was a 5Y3

5U4GB

> On the VF1 there are two positions for 40..I didn't put my
> counter on it, but the first works for the DX40..Is this correct?
> Can anyone give me more details? What are the output
> freqs for position #1 for 40 and position #2 for 40?

It is 0330 in the morning, thanks to my dog who had to wring out it's 
kidneys, I am up but brain not working.  I can get my eyes to focus 
on on a couple of lines.  Output freq. of VF-1 is 1750-2000, 7000-
7425, 6740-6808.  This does not answer your question completly but  
at this moment it will have to do.
 
> If anyone has spare manuals of the DX-40 and VF1 and
> would like to sell them or copies please let me know..

If someone does not offer you manuals I would gladly make you copies
of my VFO and transmitter manual.  

73 Jim K7SLI (basalop@eskimo.com)

 


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: n5off@w5ddl.aara.org
Subject: R-389,390,391,392 Data, I'll Keep
Message-ID: <340447@w5ddl.aara.org>

I was keeping this on the back of a napkin.  With a brief note this
week, I received 3 new (for me) R-392 contract numbers from folks.

So, I'll begin keeping a good record of all the contracts for above
sets.  I'll accumulate the info for a while, and then post results.
The R-390A data is already in the BA Archive.  I'm going to 
trim all of this down to contract and high s.n. data.

If ya got it, send it.

73 de tom
Reply to: 
 packet               n5off@k5arh.#lft.la.usa.noam
 Email    (home)      n5off%w5ddl.aara.org@usl.edu
 Email    (work)      tfma@chevron.com
Lafayette, LA
office 318-989-3430
home   318-984-2561


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: Gary Mitchelson <garym@cais.cais.com>
Subject: R390A knob redo
Message-ID: <2.2.32.19960405163526.006cbd6c@cais.com>

So far so good on redoing my knobs.
I stripped them bare with a Dremel tool and sanding disks.
The sprayed them with Krylon Primer and now in the process of putting the 
second coat of black on.

I am using Krylon ColorWorks Appliance Epoxy spray AE1505 Black.
It has a nice shine and according to the description it is
designed to "resist stains,fading,chipping" and is "scrubbable"

It says to wait 5 days between coats plus it is getting to cold to spray
in the garage ( snow is in the forcast this weekend in Wash DC, argh!)

I'll post my final results.


Gary Mitchelson
Racal Recorders, Inc.
garym@racalrecord.com
N3JPU



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: merrigan@ee.ualberta.ca
Subject: R390A knob redo
Message-ID: <199604051852.MAA07259@uro.theporch.com>

>So far so good on redoing my knobs.
>I stripped them bare with a Dremel tool and sanding disks.
>The sprayed them with Krylon Primer and now in the process of putting the
> second coat of black on.

My $0.02:

I have used chemical strippers (just put all the knobs in plastic
container, pour in the stripper, put a lid on and wait) with excellent
results.  It sometimes takes a couple of applications, and then a bit of
work with a toothbrush to get everything off.  A couple of thorough water
rinses, and then a wipe down with laquer thinner (caution) just before
painting does the trick.

I have tried enamel paints and "baked" the knobs in a old toaster oven. 
This results in a durable, hard finish.


Shaun






From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: merrigan@ee.ualberta.ca
Subject: R390A Mods - Osterwald
Message-ID: <199604051844.MAA06686@uro.theporch.com>

>In ER #26, Ray Osterwald published a set of fairly extensive 
>modifications to the R390A.  His measured performance improvements  look
>nothing less than phenomenal.

>Has anyone out there tried this set of modifications with equal  results?

Grant:

Here is some anecdotal evidence:



1) I have an IF deck that is partly modified the way that Osterwald
recommended, but I have not done any measurements on it yet.  To my ear,
it does not seem different from an IF deck that has the Cornelius SSB mod
and some minor AVC tweaking.  But I have more work to do on it; I need to
get some 6HA6's to complete the IF mods Osterwald recommended. 

2) I asked Dallas Lankford (when he was still involved heavily with HSN)
what he thought of the mods and the end result, and his opinion was that
Osterwald's initial measurements of the R390A's performance were suspect,
(or he had a unit with problems) and therefore his so-called performance
gains  were dubious, at best.  He recommended NOT doing the mods.

3) There was a message posted here by someone who had tried the mods and
experienced indifferent results; but I cannot lay my hands on it now.  If
I find it, I'll follow this up.


Shaun




From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: mshaum@cencom.net
Subject: R390A mods from ER
Message-ID: <M.040596.082125.38@versa>

Grant/NQ5T asks:

>In ER #26, Ray Osterwald published a set of fairly extensive 
>modifications to the R390A.  His measured performance improvements 
>look nothing less than phenomenal.

>Has anyone out there tried this set of modifications with equal 
>results?

I plan to apply some of those suggested changes in one of my 390A's that's due 
for an overhaul anyhoo.  Probably a summer project, as the NC300 and SX42 boxes 
have priority once I get all the shack stuff unpacked late this month. I'll 
certainly report in with comments during the 390A wiring changes.  Anybody have 
a spare pair of 8640B's I can use for sensitivity and intermod measurements? 
(Grin!)

73! Mark, NE9G

----

Mark Shaum, NE9G
mshaum@ns.cencom.net






From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: John P Russo <jprusso@acsu.Buffalo.EDU>
Subject: SP-600 need manual help
Message-ID: <Pine.SOL.3.91.960405150516.14063A-100000@destrier.acsu.buffalo.edu>

Hi gang,  can anyone help me fill-in
some missing pages from a manual I have
on the SP-600 JX receiver.  This is the oper &
organizational maint manual.

Manual number is AN 16-45-434  sect V & VI  I need,

pages 51,52

      69,70

      71,72

      75,76	

These are important pages I must have lost years ago.
I will be happy pay copy and mailing costs.  ~ TNX ~
de John KF2JQ    jprusso@acsu.buffalo.edu


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "basalop" <basalop@eskimo.com>
Subject: Txfrmr ? continued
Message-ID: <199604051237.EAA08751@mail.eskimo.com>

First I want to thank the fella who posted the message about using a 
low voltage transformer on the input side etc to find out which tap 
was what.  Like a DOPE I deleted his message and can't thank him for 
the information.  Please, if that person would comment back again, it 
would be appreciated.

My test was not 100% succesful.  Here is what happened:

Tap 2 and 3 = 360 volts
Tap 1 and 2 = 84 volts
Tap 1 and 3 = 68 volts

This was using a 2.5 volt transformer, putting out 2.9 volts to do 
the checking.  I measured each side of the C.T and got half of the 
above readings so I will assume the secondary is fine.  My first 
assumption here is maybe one of the input choices is NFG.  What do 
you think?    

73 Jim K7SLI (basalop@eskimo.com)



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "William L. Fuqua III" <wlfuqu00@service1.uky.edu>
Subject: Where to get Air Core Coils?
Message-ID: <199604051813.NAA22471@service1.cc.uky.edu>

    Where do you get air core coils nowdays. 

I need a coil 2 1/2 inch id and 8 turns per inch
of 12 or 14 wire. About 6" in length. I know someone
must be supplying the stock because I am still finding
it in new equipment.

 tnx
 es
 73
 Bill ko4ww

  William L. Fuqua III  P.E.  E-mail WLFUQU00@POP.UKY.EDU  Phone (606) 257-4155
  Department of Physics and Astronomy      CP-177 Chem. Phys. Bldg.  
  University of Kentucky ,                 Lexington, Ky 40506-0055
 
  



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: "James C. Owen, III" <owen@apollo.eeel.nist.gov>
Subject: RE: Where to get Air Core Coils?
Message-ID: <51593.owen@apollo.eeel.nist.gov>

In message Fri, 5 Apr 1996 12:15:04 -0600 (CST),
  "William L. Fuqua III" <wlfuqu00@service1.uky.edu>  writes:

> Where do you get air core coils nowdays.
>
Barker & Williamson was the supplier of AirDux. I don't know if they still
carry the line but you might give them a call.

Barker & Williamson
10G Canal St.
Bristol, PA  19007
800 523-8964

Taken from 1984/85 Gold Book -- Address/Phone may have changed.


From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: KB9VU@aol.com
Subject: WTB:  Tube Tester & ...
Message-ID: <960405090030_506339675@emout10.mail.aol.com>

Anyone on the net have a TV-7 or TV-2 tube tester for sale?  Needs to be
complete with books/manuals and working.  Thanks!

Also looking for a working 1A2 TEK plug in.

AND looking for a 606B or 608A/B signal Generator.

Thanks!

Mike, KB9VU@AOL.COM



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: Roy Morgan <morgan@speckle.ncsl.nist.gov>
Subject: WTB: Valiant Plate Transformer
Message-ID: <9604051431.AA14891@speckle.ncsl.nist.gov>

Wanted: Plate transformer for the Valiant or similar:

825-0-825 (no load) at about 300 ma dc.

3-7/8" by 4 inches foot print.


Help us get this old fire bottle rig resurrected!


-- Roy Morgan / Nist North / Building 820 - Room 562 / Gaithersburg  MD 20899
(National Institute of Standards and Technology,  formerly NBS)
301-975-3254 Fax: 301-948-6213 Internet: morgan@speckle.ncsl.nist.gov --



From boatanchors@theporch.com  Fri Apr  5 15:09:20 1996
From: Roy Morgan <morgan@speckle.ncsl.nist.gov>
Subject: WTB: VIKING Plate Transformer (not Valiant)
Message-ID: <9604051542.AA16189@speckle.ncsl.nist.gov>

Correction: what we have is a Viking, NOT a Valiant.  
(It has been modified with two 6146's instead of the original 4C32.)


Wanted: Plate transformer for the Viking or similar:

825-0-825 (no load) at about 300 ma dc.

3-7/8" by 4 inches foot print.


Help us get this old fire bottle rig resurrected!


-- Roy Morgan / Nist North / Building 820 - Room 562 / Gaithersburg  MD 20899
(National Institute of Standards and Technology,  formerly NBS)
301-975-3254 Fax: 301-948-6213 Internet: morgan@speckle.ncsl.nist.gov --



